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Essential Instructions 

CILL - HEAD - JAMBS must be fitted dead level and square or doors 
will not operate correctly. Make sure the doors are toe and heeled 

correctly. See pages 5 -13. 



Integral Blinds 
Handling and Installation sheet for Manual Push Block 

Integrated Blinds 

Blinds are manufactured with all slats closed at the head track; on NO account should they 
be tilted or lowered until the unit is correctly installed in the frame. 

Blind units should be transported either with the closed slats at the top or the bottom of the 
unit, they can be transported on their sides with care. On NO account should they be laid 
flat. 

All blind units are gas filled and fully operational before being dispatched. 

The operating system is powered by magnets and on NO account should the magnet 
controllers be moved from the glass surface until the unit is installed correctly in the frame. 

When operating for the first time, lower the blind to its full extent, using the tilt controller; 
always ensure that the slats are in a horizontal position before using the lift and drop 
controller. 

The controllers should not be forced beyond their magnetic connection and are not 
interchangeable. 

When the unit is in the frame and before the final bead and gasket is applied, select the 
operating position for the controllers, these need to be in alignment with the blind jamb 
sections. 

These procedures are to assist in the transportation, installation and the operation of the 
products. 

BM BI-FOLDING DOORS CANNOT ACCEPT RESPONSIBILITY FOR PRODUCT FAILURES IF THE 
INSTALLATION INSTRUCTIONS HAVE NOT BEEN FOLLOWED AND UNITS HAVE BEEN 
INSTALLED INCORRECTLY. 
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Hinges 
Hinge 

Bogie Hinge 

The holes for the hinges will have been 
pre-drilled at the factory. 

Line up hinges and machine screws with 
the pre-drilled holes on the back plate. 

Insert top and bottom machine screws 
first. 

Line door up level to the top and 
bottom of the frame. 

Check doors are level. 

Finally once door is all level add the final 
fix self tapper screw to the centre of the 
hinge. 

Guide Hinge 
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Gasket Position 
Top Section Cut Through 

Side Cut Through 

Gaskets supplied loose: 

ACVG33 - Wedge for glazing 

Gaskets supplied already in place: 

ACDV272 - Sash door to door 
ACDV272 -Outer Frame 
ACDV272 -Sash door to door 
ACVG31 - E Gasket 
AC DV244 - O ute r fra m e re ba te 
ACVL032 -Doorrebate 



Traffic Door 
Magnet Retainer 

Pair of door retainer magnets in The screw goes through the Slide cover over the magnet and 
your box. centre of the magnet. screw. 

(for configurations with traffic 
doors) 

Magnet Position on Traffic Door Magnet Position on Folding Panel 

Magnet width postion: 100mm Magnet width postion: 100mm 
Magnet height position: 30mm Magnet height position: 30mm 

Magnets Function 



Toe & Heeling 

Important Glazing Instructions 

In order for all products to work correctly this sealed unit must 
be correctly glazed. 

Bi-folding doors must be correctly toe and heeled. 

Example shown below viewed 
from the inside 

pack tight until level 

D 

Insert packers tightly across diagonals, ensure head is level and 
secure packers in place with silicone. 

Internal hinge positions Packer Final fix packer 



T O P Rl Hpplinp 
Folding / Sliding opening in or out 

Toe and Heel 

This symbol indicated where to pack each panel 

Final fix packer 

All configurations are viewed from the inside - 3 Panels 
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Toe & Heeling 
Folding / Sliding opening in or out 

Toe and Heel 

This symbol indicated where to pack each panel 

Final fix packer 

All configurations are viewed from the inside - 4 Panels 
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Toe & Heeling 
Folding / Sliding opening in or out 

Toe and Heel 

This symbol indicated where to pack each panel 

Final fix packer 

All configurations are viewed from the inside - 5 Panels 
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